FOSCAM’

Quick Operation Guide

—Local Access

We will guide you through some important settings you need
to get your NVR up and working on the GUI.
Including:
e Set a new password for the NVR.
o Setthe NVR's time
e Add the cameras to the NVR
e Set the recording
Set the Motion Detection

Preview

You can check the status or operation of your NVR and cameras
using the icons or toolbar on the Live View screen.
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Status lcons

PER This icon indicates that this camera is currently recording.

This icon indicates that the motion detection of this
camera has been triggered.

Toolbar

Left click with the mouse once on one of the live video
channels available, the toolbar will pop up.
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1: Playback 2: Recording 3: Camera Name 4: Full Screen
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Log In

1. Turn on the power switch on the rear panel.

After the NVR starts up successfully, the Power LED, HDD LED
and LAN LED indicators will turn green.

2. Login page.

For the initial login, click the Login button.

Language | English

User Name | admin
Default username is
Password admin with no password

Leogin

3. The system will prompt you to change your password. Once
done, click the OK button.

Language English

User Name

Password * Input a new password that is
at least 6 characters or longer.
Try to use a combination of
letters and numbers.

Confirm Password  *

4. Afterlogging in again, you will be taken to the Setup Wizard.

Playback

You can view the recording video of the cameras, and backup
the recording files to the USB flash disk.
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1. Right click the mouse in the Live View mode, and a shortcut
menu will pop up.

2. Select the Playback to enter the Playback page.

3. Select the date, green indicates there is the recording files on
the day.

4. Select the Video Type.

5. Check the channels, and you can check up to four channels.
If you want to choose other channels, please cancel the
checked channel.

6. Click the Search button.

7. Click the icon i, then you can see the recording video.
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You can click the Backup to download the recording files.
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E Setup Wizard

The Setup Wizard will run automatically the first time you start
your NVR.

1. Setting your NVR's system date and time, then click the Next
button.

Setup Wizard

Time Zone (GMT)Greenwich mean time; London, Lisbon &
Date Format ~ 24 Hours &1
| Automatically synchr

NTP Server

2, The screen displays all cameras(FI9800XE) that are connected

to the NVR (FN3108XE). The NVR will automatically synchronize

its password with the cameras. Click the Next button.

Setup Wizard

E Adding Cameras

Right click the mouse on the Live View screen, select Adding
Devices on the shortcut menu.

® If your camera is the FI9800XE in the FOSCAM package.
You can automatically add the camera to your NVR. Check
the Automatic adding IP camera checkbox. The NVR system

will automatically synchronize its password with the cameras.

® |f your camera is not FI9800XE.
You can manually add the camera to your NVR, as shown in
the following figure.

Adding Devices

1. Uncheck the checkbox.

Manually Add 2. Click this button.

Adding Devices

3. Select the camera.

Refresh

Finally, click the Save button to take effect.

3. After setting the following information, click the Finish
button to save the settings and update your NVR.

Setup Wizard

< Al channel record
| pisk full oyclic covering

| setup wizard

Previous. Finish

Shortly, you will see all of your connected cameras (FI9800XE)
displayed on the Live View screen of your NVR.

ﬂ Motion Dection

Motion detection is a feature which can take alarm response
actions and record the video for the motion occurred in the
surveillance scene.

Right click the mouse on the Live View screen, choose “Menu >
Settings > Alarm > Motion Detection”.

Motion Detection

1 Channel CHO2 v 2 | Enable
| Record #| Ipc Audio Waming
3 | Buzzer
| send E-Mail _|FTP
Area Setling

Setlings

Refresh

1. Select the channel from the Channel drop-down box.

2. Check the Enable checkbox to enable motion detection.

3. Check the checkbox to select the linkage method.

4. Click the Area Setting. Click and drag the mouse on the live
video image to draw a motion detection area.

5. Click the Settings. Check the Select checkbox, then click and drag
the mouse on the schedule to draw a motion detection schedule.

6. Select the sensitivity from the Sensitivity drop-down box.

7. Move the slider to set the Detection Interval.

8. Move the slider to set the Record Time of the motion detection.

9. Click the Save button to take effect.
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FOSCAM’

Quick Operation Guide
— Web Access

We will guide you through some important settings you need
to get your NVR up and working on the Web browser.

Including:
e Loginthe NVR.

o Add the cameras to your NVR
e View the video of your NVR

View and backup the recording files
e Upgrade your NVR

Remotely access your NVR

Playback

You can view the recording video files stored in the hard disk.
Most of the controls are quite straight forward, and operate in
the same way as a standard media player.

1. Click the icon (=] to enter the Playback page.
2, Select the date and Type. Check the channels.

m Please Note

The maximum number of 4 playback video channels have been
reached, please deselect other channels first to continue.

3. Click the Search button. Then click the icon &, you can see
the recording video.

FEOSCAM Q)

Network Video Recorder

If you need to download the recording files, click the icon [&].
Double click a record, you can see the video of this record.
Check the record, then click the Download button to save the
recording file to your computer.
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LogIn

You can access to the NVR via the browser in LAN.

1. Copy the "Equipment Search Tool” from the CD to your
computer. Open it, and it will display information of the NVR
and cameras in your LAN.
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K3 Equipment Search Tool i
Camera Name IP Address Dewice ID Type

[FI9B00XE Http://192.168.1.102:88 Iprc
F19800XE Hetp: //192. 168, <88 000000000062 IPC
[FISBOOXE Http://192. 168. 000000000009 IpPC

FIOB00XE Http://102.168.1.105:88 000000000017 1PC

Http://192.168.1.101:88 000000003341

2. Double click the NVR in the list, and your default browser will
open up to the login page.
When log in the NVR for the first time, you will need to install
the add-on, then the NVR will prompt you to change your
password.

3. 0n the login page, enter the User Name and Password of your

NVR, and select the Language. Then click the Login button.

User Name admin

Password  sssssss

Language |English [=]

E Remote Access

You can remotely access your NVR system by the web page.

1. You need to get the DDNS and port information of the NVR.

On the web page of the NVR, click the icon (7, .

Choose “Basic Settings > DDNS”, you can get DDNS address
of your NVR.

Adding Devices DDNS

Schedule Record [ swe €3 Refiesh

Alarm
Enable DDNS

Device Information
J Foscam DDNS testmyfoscam.org

Basic Settings

Third Party DDNS

'DDNS Server None [

Domain

Choose “Basic Settings > Network”, you can get HTTP Port or

HTTPS Port of your NVR. And make sure the UPNP is Enabled.

Adding Devices Network

Schedule Record

Alarm

Notwork Typa oHcP
[ &

Device Information

Basic Settings HTTPS Port 43

P Address
Subnet Mask
[Ers—
Primary DN Server
Atematie DNS Server
| Eraied =]

2. Configure the port forwarding on your router.
If UPnP has been enabled in the router, you do not need to
perform the following steps.
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E Adding Cameras

You can add cameras to your NVR on the web page.

1. Click the icon keiés to enter the Parameter Configuration
page.
2. Select Adding Devices to enter the IP Camera Setup page.

IP Camera Setup

O pee
[lAutomatically search for and add all devices
FI9B00XE(192 168.1.100)
FI9B00XE(192 168.1.107)
. FI9B00XE(192.168.1.106)
The Current LAN IPC List
Channeld1 FI9800XE(192.168.1.107)
Channel02 FI9B00XE(192.168.1.106)
Channel03 None
Channelod FI9B00XE(192.168.1.100)
Channel05 None
Channel06 None

Channel07 None
Channel08 None
Note: If you want to access an IP Camera from the intemet, make sure the camera is acceptable on the intemet. You

need to enter or remote IP address

3. Automatically add cameras.

Check the Automatically search for and add all devices

checkbox. And make sure you can view all connected cameras

which are FI9800XE in The Current LAN IPC List box.

The NVR system will automatically synchronize its password
with the cameras. Then you can see the videos of the cameras
on the Realtime Preview of the NVR.

If your camera is not FI9800XE, you can uncheck the
Automatically search for and add all devices checkbox to

manually add the other cameras.
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If UPnP is disabled, you need to enable it. please go to
“Forwarding > UPnP” page.

CurrentUPn Status: Enabled

Current UPnP Settings List

1D App Description External Port Protocol  Intemnal Port Phdiress  Status.

Refresn

If there is no UPnP function in your router.

You need to manually add port forwarding, refer to the
following steps. You need go to the “Forwarding > Virtual
Servers” panel for setup.

Virtual Servers

1D Service Port Internal Port 1P Address Protocol  Status  Modity

AddNew.. ) [ EnabeAl ) [ DsableAl ) [ DeeieAl

Click Add New... J Prevous

‘Add or Modify a Virtual Server Entry

Service Port: 88 00-XXpr XX)

tomalPort: 8 0o

P Aduress: 192 168.1.101 Input the port and IP address
Proocar AL - of your NVR and click Save.
Status: Enabled -

Common Service Port: ~Select One—

Save Back

3. Now you can access your NVR using the DDNS address, such
as http://domain name:HTTP port. As an example:
http://test.myfoscam.org:88

Preview

Preview is the default display mode for the NVR where all of
your connected cameras are displayed on the web page.

@ The blue indicates that the channel is previewing state. You
can see the video of the connected camera.

@ The gray indicates that the channel is offline state. There was
not the connected camera in this channel.

Firstly, You need to click the channel which is previewing state.

Then you can click any of the following icons to operate camera.

L =g

If you need to switch the video between the two channels. For
example, the video of the channel01 is switched to the channel03.
Firstly click on the video in the channel01, click the icon =, cramas

on the left side. Then click the Play icon [». 4

E Foscam NVR App

With the free app, you can turn your iOS or Android smartphone
into a monitoring centre for your NVR security system.

Download the APP

Scan the QR code below to download the relevant app for
your smartphone.

2 Download on the
« App Store
ioS

Download on the
Google play

>

Android

You can also simply go to the App Store or Google Play and
search for the term "Foscam NVR". Download the app

to your smartphone. H

Access the NVR

Run the App, and then register for a Foscam account. Once
logged in, you can tap the "+" button on the App and
follow the setup wizard to add your NVR.



